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§52.1881 Control strategy: Sulfur ox-
ides (sulfur dioxide).

(a) USEPA is approving, disapproving
or taking no action on various portions
of the Ohio sulfur dioxide control plan
as noticed below. The disapproved por-
tions of the Ohio plan do not meet the
requirements of §51.13 of this chapter
in that they do not provide for attain-
ment and maintenance of the national
standards for sulfur oxides (sulfur diox-
ide). (Where USEPA has approved the
State’s sulfur dioxide plan, those regu-
lations supersede the federal sulfur di-
oxide plan contained in paragraph (b)
of this section and §52.1882.)

(1) Approval—USEPA approves the
following OAC Rule: 3745-18-01 Defini-
tions, 3745-18-02 Ambient Air Quality
Standards-Sulfur Dioxide, 3745-18-05
Ambient and Meteorological Moni-
toring Requirements, 3745-18-06 Gen-
eral Emission Limit Provisions.

(2) Approval—USEPA approves the
Ohio Rules 3745-18-03 Attainment Dates
and Compliance Time Schedules except
for those provisions listed in
§52.1881(a)(5).

(3) Approval—USEPA approves the
Ohio Rules 3745-18-04 Emission Meas-
urement Methods except for those pro-
visions listed in §52.1881(a)(6).

(4) Notwithstanding the portions of
this section that EPA has either dis-
approved or taken no action on, EPA
has approved a complete plan address-
ing all counties in the State of Ohio. In
addition, specific approved rules are
listed in §52.1870.

(5) Disapproval—USEPA disapproves
the Ohio Rule 3745-18-03(A), Attain-
ment Dates and also disapproves Ohio
Rule 3745-18-03(C)(3) Compliance Time
Schedules for all sources electing to
comply with the regulations by uti-
lizing complying fuels.

(6) No Action—USEPA is neither ap-
proving nor disapproving the following
Ohio Rule pending further review: 3745—
18-04(D)(2), 3745-18-04(D)(3), 3745-18-
04(E)(2), 3745-18-04(E)(3) and, 3745-18-
04(E)(4) Emission Measurement Meth-
ods.

(7—(8) [Reserved]

(9) No Action—USEPA takes no ac-
tion on the 30-day averaging provisions
contained in the Toledo Edison Com-
pany’s Bay Shore Station State Imple-
mentation Plan revision until a gen-
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eral review of 30-day averaging is com-
plete.

(10) Approval—USEPA approves Con-
dition #3 of the permits for the Coulton
Chemical Plant in Toledo and the E.I.
duPont de Nemours and Company plant
in Miami, Ohio. This condition requires
the installation and operation of con-
tinuous emission monitors for sulfur
dioxide.

(11) Approval. USEPA approves Ohio’s
Good Engineering Stack Height Regu-
lations as contained in Ohio Adminis-
trative Code Chapter 3745-16-01 and 02.
These rules were adopted by the State
on February 12, 1986 and were effective
on March 5, 1986.

(12) In a letter dated June 25, 1992,
Ohio submitted a maintenance plan for
sulfur dioxide in Morgan and Wash-
ington Counties.

(13) In a letter dated October 26, 1995,
Ohio submitted a maintenance plan for
sulfur dioxide in Lake and Jefferson
Counties.

(14) On March 20, 2000, the Ohio Envi-
ronmental Protection Agency sub-
mitted maintenance plans for
Coshocton, Gallia and Lorain Counties.

(15) On September 27, 2003, Ohio sub-
mitted maintenance plans for sulfur di-
oxide in Cuyahoga County and Lucas
County.

(b) Regulations for the control of sul-
fur dioxide in the State of Ohio.

(1) Definitions. All terms used in this
paragraph but not specifically defined
below shall have the meaning given
them in the Clean Air Act or parts 51,
52, or 60 of this chapter.

(i) By-product coke oven gas means the
gas produced during the production of
metallurgical coke in slot-type, by-
product coke batteries.

(i1) Flue gas desulfurization means any
pollution control process which treats
stationary source combustion flue gas
to remove sulfur oxides.

(iii) Fossil fuel means natural gas, re-
finery fuel gas, coke oven gas, petro-
leum, coal and any form of solid, liqg-
uid, or gaseous fuel derived from such
materials.

(iv) Fossil fuel-fired steam generating
unit means a furnace or boiler used in
the process of burning fossil fuel for
the purpose of producing steam by heat
transfer.
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(V) Heat input means the total gross
calorific value (where gross calorific
value is measured by ASTM Method
D2015-66, D240-64, or D1826-64) of all fos-
sil and non-fossil fuels burned. Where
two or more fossil fuel-fired steam gen-
erating units are vented to the same
stack the heat input shall be the aggre-
gate of all units vented to the stack.

(vi) Owner or operator means any per-
son who owns, leases, operates, con-
trols, or supervises a facility, building,
structure, or installation which di-
rectly or indirectly results or may re-
sult in emissions of any air pollutant
for which a national standard is in ef-
fect.

(vil) Primary zinc smelter means any
installation engaged in the production,
or any intermediate process in the pro-
duction, of zinc or zinc oxide from the
zinc sulfide ore concentrates through
the use of pyrometallurgical tech-
niques.

(viii) Process means any source oper-
ation including any equipment, de-
vices, or contrivances and all appur-
tenances thereto, for changing any ma-
terial whatever or for storage or han-
dling of any materials, the use of which
may cause the discharge oons within a
structure, building, or shop shall be
considered as a single process for pur-
poses of this regulation.

(ix) Process weight means the total
weight of all materials and solid fuels
introduced into any specific process.
Liquid and gaseous fuels and combus-
tion air will not be considered as part
of the process weight unless they be-
come part of the product. For a cycli-
cal or batch operation, the process
weight per hour will be derived by di-
viding the total process weight by the
number of hours from the beginning of
any given process to the completion
thereof, excluding any time during
which the equipment is idle. For a con-
tinuous operation, the process weight
per hour will be derived by dividing the
process weight for the number of hours
in a given period of time by the number
of hours in that period. For fluid cata-
lytic cracking units, process weight
shall mean the total weight of material
introduced as fresh feed to the crack-
ing unit. For sulfuric acid production
units, the nitrogen in the air feed shall
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not be included in the calculation of
process weight.

(Xx) Run means the net period of time
during which an emission sample is
collected. Unless otherwise specified, a
run may be either intermittent or con-
tinuous within the limits of good engi-
neering practice as determined by the
Administrator.

(xi) Source operation means the last
operation preceding the emission of an
air contaminant, which operation (a)
results in the separation of the air con-
taminant from process materials or in
the conversion of the process materials
into air contaminants, as in the case of
combustion of fuel; and (b) is not pri-
marily an air pollution abatement op-
eration.

(xii) Stack means any chimney, flue,
vent, roof monitor, conduit or duct ar-
ranged to vent emissions to the ambi-
ent air.

(xiii) Sulfur recovery plant means any
plant that recovers elemental sulfur
from any gas stream.

(xiv) Sulfuric acid production unit
means any facility producing sulfuric
acid by the contact process by burning
elemental sulfur, alkylation acid, hy-
drogen sulfide, organic sulfides and
mercaptans, or acid sludge.

(xv) Total rated capacity means the
sum of the rated capacities of all fuel-
burning equipment connected to a com-
mon stack. The rated capacity shall be
the maximum guaranteed by the equip-
ment manufacturer or the maximum
normally achieved during use as deter-
mined by the Administrator, whichever
is greater.

(2) Test methods and procedures. Un-
less specified below, the test methods
and procedures used for determining
compliance with the applicable para-
graphs of §52.1881(b) shall be those pre-
scribed in part 60 of this chapter. Com-
pliance tests shall be conducted under
such conditions as the Administrator
shall specify based on representative
performance of the affected facility.
Notification and recordkeeping proce-
dures shall be those prescribed in §60.7
of this chapter. The owner or operator
shall make available to the Adminis-
trator such records as may be nec-
essary to determine the conditions of
the performance tests. A compliance
test shall consist of at least three runs.
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(i) The test methods and procedures
used for determining compliance for
any sulfur recovery plant subject to ap-
plicable paragraph, of §52.1881(b) shall
be those prescribed in §60.46 of this
chapter with the exception that the
maximum amount of sulfur dioxide
sampled by Method 6 shall not exceed
50 percent of the stoichiometric
amount of hydrogen peroxide absorb-
ent.

(i1) The test methods and procedures
used for determining compliance for
any sulfuric acid production unit, or
any primary zinc smelter subject to
the applicable paragraphs of §52.1881(b)
shall be those prescribed in §60.85 of
this chapter.

(iii) The test methods and procedure
used to determine the compliance of
any stack venting any fossil fuel-fired
steam generating units subject to the
applicable paragraphs of §52.1881(b)
shall be those prescribed in §60.46 of
this chapter.

(3) Severability. If any provision of
these regulations or the application
thereof to any person or circumstances
is held to be invalid, such invalidity
shall not affect other provisions or ap-
plication of any other part of these reg-
ulations which can be given effect
without the invalid provisions or appli-
cation, and to this end the provisions
of these regulations and the various ap-
plications thereof are declared to be
severable.

(4) Submission of information. The sub-
mission of any information required
under §52.1882 shall be made to the Di-
rector, Enforcement Division, U.S. En-
vironmental Protection Agency, Re-
gion V, 230 South Dearborn, Chicago,
Illinois, 60604, Attention Air Compli-
ance Section.

(5) For purposes of this regulation,
stack and boiler identification num-
bers used in this paragraph were de-
rived from correspondence submitted
to the U.S. EPA by the affected owners
or operators, and may be found in the
record supporting this rulemaking.

(6) This paragraph contains no appli-
cable provisions in the following coun-
ties of Ohio: Ashland, Brown, Carroll,
Champaign, Clinton, Darke, Defiance,
Fayette, Fulton, Geauga, Guernsey,
Hardin, Harrison, Highland, Hocking,
Holmes, Jackson, Knox, Logan, Madi-
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son, Monroe, Morrow, Noble, Perry,
Portage, Preble, Putnam, Shelby,
Union, Van Wert, Warren, Williams,
and Wyandot, nor does it apply to fa-
cilities equal to or less than 10 million
BTU per hour total aggregate rated ca-
pacity of all units at a facility.

(7) In Franklin County, no owner or
operator of the following types of fa-
cilities unless otherwise specified in
this paragraph, shall cause or permit
emission of sulfur dioxide from any
stack in excess of the rates specified
below:

(i) For fossil fuel-fired steam gener-
ating unit between 10.0 and 50.0 x 106
BTU per hour total rated capacity of
heat input, the emission rate in pounds
of sulfur dioxide per million BTU ac-
tual heat input shall be calculated by
the following equation:

EL=8.088@m—0.4307

where @, is the total rated capacity of heat
input in million BTU per hour and EL is
the allowable emission rate in pounds of
sulfur dioxide per million BTU actual
heat input.

(ii) For fossil fuel-fired steam gener-
ating unit(s) equal to or greater than
50.0x106 BTU per hour total rated ca-
pacity of heat input, the emission limi-
tation shall be 1.50 pounds of sulfur di-
oxide per million BTU actual heat
input.

(iii) The present or any subsequent
owner or operator of the Columbus
State Institution in Franklin County,
Ohio shall not cause or permit the
emission of sulfur dioxide from any
stack at this facility in excess of 3.80
pounds of sulfur dioxide per million
BTU actual heat input.

(iv) The present or any subsequent
owner or operator of the Columbus
State Hospital in Franklin County,
Ohio shall not cause or permit the
emission of sulfur dioxide from any
stack at this facility in excess of 4.10
pounds of sulfur dioxide per million
BTU actual heat input.

(v) The present or any subsequent
owner or operator of Ross Laboratory
in Franklin County, Ohio shall not
cause or permit the emission of sulfur
dioxide from any stack at this facility
in excess of 4.80 pounds of sulfur diox-
ide per million BTU actual heat input.
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(vi) The present or any subsequent
owner or operator of the Rickenbacker
Air Force Base in Franklin County,
Ohio shall not cause or permit the
emission of sulfur dioxide from any
stack at this facility in excess of 2.20
pounds of sulfur dioxide per million
BTU actual heat input.

(vii) The present or any subsequent
owner or operator of the Capital City
Products facility in Franklin County,
Ohio, shall not cause or permit the
emission of sulfur dioxide from any
stack at this facility in excess of 3.10
pounds of sulfur dioxide per million
BTU actual heat input.

(viii) The present or any subsequent
owner or operator of the Westinghouse
Electric facility in Franklin County,
Ohio shall not cause or permit the
emission of sulfur dioxide from any
stack at this facility in excess of 2.20
pounds of sulfur dioxide per million
BTU actual heat input.

(ix) (A) The present or any subse-
quent owner or operator of the Naval
Weapons Industrial Reserve Plant in
Franklin County, Ohio shall not cause
or permit the emission of sulfur diox-
ide from any stack at this facility in
excess of 1.06 pounds of sulfur dioxide
per million BTU actual heat input.

(B) In lieu of meeting
§52.1881(b)(27)(ix)(A), the present or any
subsequent owner or operator of the
Naval Weapons Industrial Reserve
Plant may elect to comply with the al-
ternate emission limitation and oper-
ating conditions specified below.

(I) The present or any subsequent
owner or operator of the Naval Weap-
ons Industrial Reserve Plant shall not
cause or permit the emission of sulfur
dioxide from any stack in excess of 3.65
pounds of sulfur dioxide per million
BTU actual heat input provided that
such stacks be greater than or equal to
44.5 meters in height and that the com-
bined maximum boiler design capacity
be limited to 177 million BTU per hour
by installation of a lock-out system on
the boiler coal-feeders. The present or
any subsequent owner or operator of
the Naval Weapons Industrial Reserve
Plant shall keep a permanent log on
the lock-out system and record any
problems with the system in the log.
This log shall be available for inspec-
tion by the EPA. This log shall be in
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lieu of the reporting and monitoring
requirements of §52.1882(g).

(2) The present or any subsequent
owner or operator of the Naval Weap-
ons Industrial Reserve Plant shall be
permitted to operate its five boilers
(#1, 2, 3, ba or 5b) in only one of the fol-
lowing three configurations at any
given time:

(i) Any two of boilers 1, 2, or 3 on; the
remaining three boilers off.

(i1) Boilers ba and 5b on; boilers 1, 2,
and 3 off.

(ii1) Boiler 5b and any one of boilers 1,
2, or 3 on; the remaining three boilers
off.

(3) In the event that the Naval Weap-
ons Industrial Reserve Plant elects to
comply with the alternate emission
limitation and operating configura-
tions in §52.1881(b)(27)(ix)(B) (I) and (2)
and vents its boilers through stacks
great on the boiler coal-feeders such
that the combined maximum boiler de-
sign capacity is limited to 177 MMBTU/
hr, all such action shall be taken with-
in 30 weeks of (the effective date of
promulgation). The Administrator
must be notified in writing that all
such action was taken within five
working days of its completion.

(x) No owner or operator of any pri-
mary zinc smelter shall cause or per-
mit the emission of sulfur dioxide from
the plant in excess of the amount pre-
scribed by the following equation:

Y = 0.564.X0-85

where X is the total sulfur feed expressed as
elemental sulfur in the smelter input
stream in lbs/hour and Y is the allowable
sulfur dioxide emission rate in lbs/hour
from all stacks combined.

(xi) Except as provided in paragraph
(b)(27)(x) of this section, no owner or
operator of any process equipment
shall cause or permit the emission
from any stack into the atmosphere of
any process gas stream containing sul-
fur dioxide in excess of 2.40 pounds of
sulfur dioxide per ton of actual process
weight input.

(8) In Sandusky County: (i) The Mar-
tin Marietta Company or any subse-
quent owner or operator of the Martin
Marietta facilities in Sandusky Coun-
ty, Ohio shall not cause or permit the
emission of sulfur dioxide from any
stack in excess of 15.42 pounds of sulfur
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dioxide per ton of actual
weight input.

(ii) [Reserved]

(9) In Stark County, no owner or op-
erator of the following types of facili-
ties, unless otherwise specified in this
paragraph, shall cause or permit emis-
sion of sulfur dioxide from any stack in
excess of the rates specified below:

(i) For fossil fuel-fired steam gener-
ating units between 10.0 and 60.0 mil-
lion BTU per hour total rated capacity
of heat input, the emission rate in
pounds of sulfur dioxide per million
BTU actual heat input shall be cal-
culated by the following equation:

EL =18.48Q.n — 0.4386

where Qm is the total rated capacity of heat
input in million BTU per hour and EL is
the allowable emission rate in pounds of
sulfur dioxide per million BTU actual
heat input.

process

(ii) For fossil fuel-fired steam gener-
ating units equal to or greater than 60
million BTU per hour total rated ca-
pacity of heat input: 2.50 pounds of sul-
fur dioxide per million BTU actual
heat input.

(iii) Republic Steel Corporation or
any subsequent owner or operator of
the Massillon facilities in Stark Coun-
ty, Ohio shall not cause or permit the
emission of sulfur dioxide from any fos-
sil fuel-fired steam generating unit
stack at the Massillon facility in ex-
cess of 4.40 pounds of sulfur dioxide per
million BTU actual heat input.

(iv) The present or any subsequent
owner or operator of the Massillon
State Hospital facilities in Stark Coun-
ty, Ohio shall not cause or permit the
emission of sulfur dioxide from any
stack at this facility in excess of 5.20
pounds of sulfur dioxide per million
BTU actual heat input.

(v) The present or any subsequent
owner or operator of the Grief Board
Company facilities in Stark County,
Ohio shall not cause or permit the
emission of sulfur dioxide from any
stack at this facility in excess of 0.50
pound of sulfur dioxide per million
BTU actual heat input.

(vi) The present or subsequent owner
or operator of the Timken Company fa-
cilities in Stark County, Ohio shall not
cause or permit the emission of sulfur
dioxide from any fossil fuel-fired
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steam-generating unit(s) stack at this
facility in excess of the rates specified
below:

(A) 3.08 pounds of sulfur dioxide per
million BTU actual heat input for the
stack common to the fossil fuel-fired
steam-generating units B001 and B002
at the Canton plant.

(B) 0.93 pounds of sulfur dioxide per
million BTU actual heat input for the
fossil fuel-fired steam-generating unit
B003 at the Canton plant.

(C) 0.0 pounds of sulfur dioxide per
million BTU actual heat input for the
fossil fuel-fired steam-generating units
B003 and B004 at the Gambrinus Plant.

(D) 0.67 pounds of sulfur dioxide per
million BTU actual heat input for fos-
sil fuel-fired steam-generating units at
the Gambrinus Plant unless otherwise
specified in this paragraph.

(vii) No owner or operator of any by-
product coke oven operating in Stark
County, Ohio shall cause or permit the
combustion of by-product coke oven
gas containing a total sulfur content
expressed as hydrogen sulfide in excess
of 350 grains of hydrogen sulfide per 100
dry standard cubic feet of coke oven
gas or the emission of sulfur dioxide
from any stack in excess of 1.70 pounds
of sulfur dioxide per million BTU ac-
tual heat input.

(viii) No owner or operator of any
process equipment in Stark County,
Ohio shall cause or permit the emission
of sulfur dioxide from any stack in ex-
cess of 80.0 pounds of sulfur dioxide per
ton of actual process weight input.

(ix) The Ashland Oil Company, or any
subsequent owner or operator of the
Ashland Oil Company facilities in
Stark County, Ohio shall not cause or
permit sulfur dioxide emissions from
any stack at this facility in excess of
the emission limitations listed below:

(A) 0.025 pounds of sulfur dioxide per
million BTU actual heat input for
units 4-0-B-3, 4-2-B-1, 4-2-B-2, and 4-
27-B-1.

(B) 1.00 pounds of sulfur dioxide per
million BTU actual heat input for all
process heaters and fossil fuel-fired
steam-generating units unless other-
wise specified in this paragraph.

(C) 0.62 pounds of sulfur dioxide per
1,000 pounds of charging stack for cata-
lytic cracking units.
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(D) 2.00 pounds of sulfur dioxide per
100 pounds of sulfur processed for sulfur
recovery plants.

(E) Only two of the following three
units may be operated simultaneously:
4-16-B-1, 4-16-B-2, and 4-16-B-12.

(x) The present or any subsequent
owner or operator of the Hoover Co. in
Stark County, Ohio shall not cause or
permit the emission of sulfur dioxide in
excess of 8.0 pounds of sulfur dioxide
per million BTU actual heat input for
the coal-fired boiler and 0.4 pounds of
sulfur dioxide per million BTU actual
heat input for the gas-fired boiler.

(10) In Summit County, no owner or
operator of the following types of fa-
cilities, unless otherwise specified in
this subparagraph, shall cause or per-
mit emissions of sulfur dioxide from
any stack in excess of the rates speci-
fied below:

(i) For fossil fuel-fired steam gener-
ating units between 10.0 and 300 million
BTU per hour total rated capacity of
heat input, the emission rate in pounds
of sulfur dioxide per million BTU ac-
tual heat input shall be calculated by
the following equation:

EL =17.55 Qm — 0.3933

where Q. is the total rated capacity of heat
input in million BTU per hour and EL is
the allowable emission rate in pounds of
sulfur dioxide per million BTU actual heat
input.

(ii) For fossil fuel-fired steam gener-
ating unit(s) equal to or greater than
300 million BTU per hour total rated
capacity of heat input, 1.80 pounds of
sulfur dioxide per million BTU actual
heat input.

(iii) The present or any subsequent
owner or operator of the Diamond
Crystal facility in Summit County,
Ohio, shall not cause or permit the
emission of sulfur dioxide from coal-
fired boilers at this facility in exess of
4.72 pounds of sulfur dioxide per million
BTU of actual heat input or the emis-
sion of sulfur dioxide from oil-fired
boilers at this facility in excess of 0.30
pound of sulfur dioxide per million
BTU of actual heat input.

(iv) The present or any subsequent
owner or operator of the Kittinger Sup-
ply Co. (formerly known as Akwell In-
dustries) facility in Summit County,
Ohio, shall not cause or permit the
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emission of sulfur dioxide from oil-
fired—oilers at this facility in excess of
0.80 pound of sulfur dioxide per million
BTU of actual heat input or the emis-
sion of sulfur dioxide from coal-fired
boilers at this facility in excess of 2.38
pounds of sulfur dioxide per million
BTU of actual heat input.

(v) The present or subsequent owner
or operator of the Ohio Brass Company
facilities in Summit County, Ohio shall
not cause or permit the emission of
sulfur dioxide from any stack at this
facility in excess of 4.20 pounds of sul-
fur dioxide per million BTU actual
heat input.

(vi) The present or subsequent owner
or operator of the Seiberling Rubber
Co. facilities in Summit County, Ohio,
shall not cause or permit the emission
of sulfur dioxide from any stack at this
facility in excess of 1.46 pounds of sul-
fur dioxide per million BTU actual
heat input.

(vii) The present or subsequent owner
or operator of the Firestone Tire &
Rubber Co. facilities in Summit Coun-
ty, Ohio, shall not cause or permit the
emission of sulfur dioxide from any
stack at this facility in excess of the
rates specified below:

(A) 1.76 pounds of sulfur dioxide per
million BTU of actual heat input from
boiler 21 when oil fired and 2.87 pounds
of sulfur dioxide per million BTU of ac-
tual heat input from boilers 22 and 23
when coal fired.

(B) In lieu of meeting paragraph
(59)(vii)(A) of this paragraph (b), the
Firestone Tire and Rubber Co. may
elect to comply with the alternate
emission limitation of 2.20 pounds of
sulfur dioxide per million BTU of ac-
tual heat input from boilers 21, 22, and
23 when all are oil fired.

(C) Firestone Tire & Rubber Co. or
any subsequent owner or operator of
the Firestone Tire & Rubber facilities
located in Summit County, Ohio, shall
operate no more than two of the boil-
ers, 21, 22, or 23 simultaneously wheth-
er complying with either §52.1881 (b)
(59) (vii) (A) or §52.1881 (b) (59) (vii) (B).

(viii) The present or subsequent
owner or operator of the B. F. Goodrich
Co. facilities in Summit County, Ohio,
shall not cause or permit the emission
of sulfur dioxide from any stack at this
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facility in excess of the rates specified
below:

(A) 0.51 pound of sulfur dioxide per
million BTU actual heat input for oil-
fired boiler 31.

(B) 7.0 pounds of sulfur dioxide per
million BTU actual heat input for
coalfired Boilers #27 and #32.

(C) The B. F. Goodrich Co. or any
subsequent owner or operator of the B.
F. Goodrich facilities in Summit Coun-
ty, Ohio, shall not operate boiler 27 si-
multaneously with boiler 32.

(ix) The Goodyear Tire & Rubber Co.
or any subsequent owner or operator of
the Goodyear facilities in Summit
County, Ohio, shall not cause or permit
the emission of sulfur dioxide from any
stack in excess of the rates specified
below:

(A) 4.47 pounds of sulfur dioxide per
million BTU actual heat input for fos-
sil fuel-fired steam-generating unit
BO001 located at plant I.

(B) 0.50 pound of sulfur dioxide per
million BTU actual heat input for fos-
sil fuel-fired steam-generating units
B002 and B003 located at plant I.

(C) 160 pounds of sulfur dioxide per
1,000 pounds of sulfur processed, for the
sulfur recovery unit(s).

(D) for Plant II boilers:

(I) 2.24 pounds of sulfur dioxide per
million BTU actual heat input for coal-
fired boilers A and B exiting through
stack 4.

(2) 2.24 pounds of sulfur dioxide per
million BTU actual heat input for coal-
fired boiler C exiting through stack 5.

(3) 2.24 pounds of sulfur dioxide per
million BTU acutal heat input for coal-
fired boiler D exiting through stack 6.

(E) In lieu of meeting paragraph
(59)(ix)(D) of this paragraph (b), The
Goodyear Tire and Rubber Company
may elect to comply with the alternate
emission Ilimitations and operating
conditions specified below for Plant II
boilers, provided the General Tire and
Rubber Company or any subsequent
owner or operator of the General Tire
facilities in Summit County, Ohio com-
plies with §52.1881(b)(xviii)(D):

(I) The Goodyear Tire and Rubber
Company shall not cause or permit the
emission of sulfur dioxide from any
stack in excess of the rates specified
below:
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(1) 4.64 pounds of sulfur dioxide per
million BTU actual heat input for coal-
fired boilers A, B, and C exiting
through stack 4.

(i1) 4.64 pounds of sulfur dioxide per
million BTU actual heat input for coal-
fired boiler D exiting through stack 6.

(2) The Goodyear Tire and Rubber
Company shall operate no more than
three of the boilers A, B, C, or D simul-
taneously.

(3) The Goodyear Tire and Rubber
Company shall not operate boiler D si-
multaneously with boilers A and B.

(x) The present or any subsequent
owner or operator of the Tecumseh
Company facilities in Summit County,
Ohio shall not cause or permit sulfur
dioxide emissions from fossil fuel-fired
steam generating unit(s) in excess of
the rates specified below:

(A) 1.70 pounds sulfur dioxide per mil-
lion BTU actual heat input for coal-
fired units, and

(B) 0.70 pound sulfur dioxide per mil-
lion BTU actual heat input for oil-fired
unit(s).

(xi) The Ohio Edison or any subse-
quent owner or operator of the Ohio
Edison Company’s Beech Street power
station in Summit County, Ohio, shall
not cause or permit the emission of
sulfur dioxide from any stack at the
Beech Street plant in excess of 0.00
pounds of sulfur dioxide per million
BTU actual heat input.

(xii) The Ohio Edison Co. or any sub-
sequent owner or operator of the Ohio
Edison Co.’s Gorge plant in Summit
County, Ohio, shall not cause or permit
the emission of sulfur dioxide from any
stack at the Gorge plant in excess of
4.07 pounds of sulfur dioxide per million
BTU actual heat input.

(xiii) No owner or operator of any
process equipment, unless otherwise
specified in this paragraph, shall cause
or permit the emission of sulfur diox-
ide from any stack containing sulfur
dioxide in excess of 17.0 pounds of sul-
fur dioxide per ton of actual process
weight input.

(xiv) PPG Industries or any subse-
quent owner or operator of the PPG In-
dustries facilities in Summit County,
Ohio, shall not cause or permit the
emission of sulfur dioxide from any
stack at this facility in excess of 0.00
pounds of sulfur dioxide per million
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BTU actual heat input for each coal-
fired unit.

(xv) PPG Industries, or any subse-
quent owner or operator of the PPG In-
dustries, Inc., Columbia Cement Plant,
located in Summit County, Ohio, shall
not cause or permit the emission of
sulfur dioxide from any stack in excess
of 0.0 pounds of sulfur dioxide per ton
actual process weight input for the
kilns.

(xvi) The present or any subsequent
owner or operator of the Midwest Rub-
ber Co. in Summit County, Ohio, shall
not cause or permit the emission of
sulfur dioxide from any stack at this
facility in excess 1.80 pounds of sulfur
dioxide per million BTU actual heat
input.

(xvii) The present or any subsequent
owner or operator of the Terex Division
of General Motors Corp. in Summit
County, Ohio, shall not cause or permit
the emission of sulfur dioxide from any
stack at this facility in excess of 0.85
pounds of sulfur dioxide per million
BTU actual heat input.

(xviii) The present or any subsequent
owner or operator of the General Tire
& Rubber Co. in Summit County, Ohio,
shall not cause or permit the emission
of sulfur dioxide from any stack at this
facility in excess of the rates specified
below:

(A) 0.46 pound of sulfur dioxide per
million BTU actual heat input for oil-
fired boiler 1 when exiting through
stack S-35.

(B) 0.46 pound of sulfur dioxide per
million BTU actual heat input for oil-
fired boiler 2 when exiting through
stack S-36.

(C) 0.46 pound of sulfur dioxide per
million BTU actual heat input for oil-
fired boiler 3 when exiting through
stack S-37.

(D) In lieu of meeting paragraph
(59)(xviii) (A), (B), and (C) of this para-
graph (b), The General Tire and Rubber
Company may elect to comply with the
alternate emission limitations and op-
erating conditions specified below, pro-
vided the Goodyear Tire and Rubber
Company or any owner of operator of
the Goodyear Tire and Rubber Plant II
facilities in Summit County, Ohio,
complies with §52.1881(b)(ix)(E):

(I) The General Tire and Rubber
Company shall not cause or permit the

40 CFR Ch. | (7-1-14 Edition)

emission of sulfur dioxide from any
stack in excess 2.47 pounds of sulfur di-
oxide per million BTU actual heat
input for oil-fired boilers 1, 2, and 3
when exiting through one-175 foot
stack consistent with section 123 of the
Clean Air Act, as amended.

(xix) The present or any subsequent
owner or operator of the Goodyear
Aerospace Co. in Summit County,
Ohio, shall not cause or permit the
emission of sulfur dioxide from any
stack at AB boilerhouse of this facility
in excess of 1.10 pounds of sulfur diox-
ide per million BTU of actual heat
input or the emission of sulfur dioxide
from any stack at D boilerhouse of the
facility in excess of 1.83 pounds of sul-
fur dioxide per million BTU of actual
heat input.

(xx) The present or any subsequent
owner or operator of the B. F. Goodrich
Chemical Co. in Summit County, Ohio,
shall not cause the emission of sulfur
dioxide from any stack at this facility
in excess of 5.22 pounds of sulfur diox-
ide per million BTU actual heat input.

(xxi) The present or any subsequent
owner or operator of the Chrysler Corp.
in Summit County, Ohio, shall not
cause or permit the emission of sulfur
dioxide from any stack at this facility
in excess of the rates specified below:

(A) 0.86 pound of sulfur dioxide per
million BTU actual heat input for boil-
er No. B001.

(B) 1.19 pounds of sulfur dioxide per
million BTU actual heat input for boil-
ers Nos. B002 and B003.

[39 FR 13542, Apr. 15, 1974]

EDITORIAL NOTE: For FEDERAL REGISTER ci-
tations affecting §52.1881, see the List of CFR
Sections Affected, which appears in the
Finding Aids section of the printed volume
and at www.fdsys.gov.

§52.1882 Interstate pollutant trans-
port provisions; What are the FIP
requirements for decreases in emis-
sions of nitrogen oxides?

(a)(1) The owner and operator of each
source and each unit located in the
State of Ohio and for which require-
ments are set forth under the TR NOx
Annual Trading Program in subpart
AAAAA of part 97 of this chapter must
comply with such requirements. The
obligation to comply with such re-
quirements will be eliminated by the
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